BENCHMARK:

EXISTING STRUCTURE: Single span cast-in-place concrete slab on steel wide flange beam
bridge on steel pile bent abutments with stone backing. 24.0° fe.-fe. abuts.; 18.97 0.-0. deck.
Structure closed to fraffic.
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See sheet 14

DESIGN STRESSES

FIELD UNITS

f’c = 3,500 psi
fy = 60,000 ps/ (Reinf.)

PRECAST PRESTRESSED UNITS
= 6,000 psi.

DESIGNED - S.M.S.

fei = 5,000 psi
fpu = 270,000 psi (’?”(}ﬁ fow lax. strands)
fpbt = 201,960 psi (5°9 low lax. strands)

CHECKED -~ S.W.M.

= 60,000 psi (Re/nf )

DRAWN - _D.A.B.

LOADING HL-93

CHECKED - D.7.M.

Design Specifications: 2007 AASHTO LRFD
with all applicable interims.

50#/5q. Fi. included in dead load for
future wearing surface.

for location.
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25-0" Transition (Typ.)
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SEISMIC DATA

Seismic Performance Zone (SPZ) = 2
Design Spectral Accefleration at 1.0 sec. (Spi) = 0.238g
Design Spectral Acceleration at 0.2 sec. (Sps) = 0.653g

Soil Site Class = C

WATERWAY INFORMATION

Ampd 0=/ 24

Existing Low Grade Elev. 352.62 @ Sta. 9+00

Drainage Area = 10.94 Sq. Mi. Proposed Low Grade Elev. 353.50 @ Sta. 1i+75

Flood Freq. Q Opsning Sq. FI. |Naturall Head - Fi. | Headwater El.

Yr. | CF.S.| Exist. | Prop. |HW.E.| Exist.| Prop. | Exist. ] Prop.

Design 15 1768 | 150@| 280 | 353.9| 0.5 1.0 | 354.4| 354.9

Base 100 2804 150@| 300@| 354.9] 0.2 0.6 | 355.1]355.5
Overtopping

Max. Cale. 500 | 3757 150Q| 300®) 355.5]1 0.2 0.5 | 355.71356.0

10 Year Velocify through Existing Bridge = 4.8 fps

Approach flow area = 350 sq. ft.
Approach flow area = 790 sq. fi.
Approach flow area = 1290 sq. ft.

10 Year Veloch

Approach flow area = 150 sq. ft.
Approach flow area = 460 sq. ft.

fy through Proposed Bridge = 4.5 fps

GENERAL NOTES

Layout of riprap may be varied in the field fo suit ground
conditions as directed by the Engineer.

Reinforcement bars shall conform to the requirements of ASTM A

706 Gr 60 (IL Medified). See Special Provisions.

Excavation required to construct the Abutments shall be included
in the cost of Concrete Structures. No additional compensation will

be dgllowed for Structure Excavation.

BUILT 200_ BY
GALLATIN COUNTY

SEC. 06-04109-00-BR
EQUALITY ROAD DISTRICT

STR. NO. 030-3126
LOADING HL-93

u fA/I pgop/gsed ;:onsfgucﬁ:])g a)gf%/ﬁeg sha}{/ befinfa;:gordunce with
ationwide Permit number 0 e Department ¢ e Army
authorized under Section 404 of the Clean Water Act. M
The IEPA has issued Section 401 Water Quality Certification See Std. 515001
for this activity. See Special Provisions for conditions.
See sheet 16 for Borings.
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OFFSET SKETCH

Proposed
Abut. Cap

LOCATION SKETCH

TOTAL BILL OF MATERIAL

| I Proposed Bridge

ITEM UNIT SUPER SuUB TOTAL
Channel Excavation Cu. Yd. 25
Riprap, Special Sq. Yd. 40
Removal of Existing Structures Each 1
Concrete Structures Cu. Yd. 26.6 26.6
Concrete Encasement Cy. Yd. 2.8 2.8
Precast Prestressed Concrete Deck Beams (21" Depth) | Sq. Ft. | 1350 1,350
_ Reinforcement Bars Pound 3,240 3,240
MA_ . Steel Railing, Type S1 Foof % 9%
Note: See Special Provisions Furnishing Steel Piles HPI0x42 Foot 88 88
for Riprap, Specidl. Name Plates Each 1 1
Setting Piles in Rock Each 8 8
I certify that to the best of my knowledge,
information and belief, this bridge design is
structurally adequate for the design loading i,
shown on the plans. The design is an 8 3““”“"’4< g& ..
economical one for the style of structure "
and complies with requirements of the current
"AASHTOQ Standard Specifications for Highway
Bridges”. - g
"'/m,F m\\\ )
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